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16 TRAFFIC CONTROL FOR SHOULDER CLOSURES AND PARTIAL RAMP CLOSURES (TC17)

17 SIGNING FOR FLAGGING OPERATIONS AT WORK ZONE OPENINGS (TC18)
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HIGHWAY STANDARDS

TITLE

EARTH MEDIAN DITCH CHECK

TEMPORARY EROSION CONTROL SYSTEMS

INLET BOX TYPE 600 (24) A

CONCRETE CURB TYPE B AND COMBINATION CONCRETE CURB AND GUTTER
STEEL PLATE BEAM GUARDRAIL

GUARDAIL MOUNTED ON EXISTING CULVERTS

PCC/HMA STABILZATION AT STEEL PLATE BEAM GUARDRAIL

SHOULDER WIDENING FOR TYPE 1 (SPECIAL) GUARDRAIL TERMINALS

TRAFFIC BARRIER TERMINAL TYPE 2

REFLECTOR AND TERMINAL MARKER PLACEMENT

REFLECTOR MARKER AND MOUNTING DETAILS

OFF-ROAD OPERATIONS, 2L, 2W, 15' (4.5 m) TO 24" (600 mm) FROM PAVEMENT EDGE
LANE CLOSURE, 2L, 2W, PAVEMENT WIDENING, FOR SPEEDS 2z 45 MPH

LANE CLOSURE, MULTILANE, DAY OPERATIONS ONLY, FOR SPEEDS > 45 MPH TO 55 MPH
LANE CLOSURE, MULTILANE, FOR SPEEDS 2 45 MPH TO 55 MPH

TRAFFIC CONTROL DEVICES

;

GENERAL NOTES

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL "J.U.L.LE."
AT 800-892-0123 OR "CUAN" (CHICAGO UTILITY ALERT NETWORK), 312-744-7000
FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHONE AND GAS FACILITIES
(48 HOUR NOTIFICATION iS REQUIRED).

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY
COMPANIES AND LOCAL AGENCIES.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON STATE
PROPERTY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT.

BARRICADES: THE CONTRACTOR SHALL PROVIDE AND INSTALL TWO (2) WEIGHTED
SANDBAGS ON EACH TYPE 1| OR TYPE H BARRICADE USED - ONE (1) WEIGHTED SANDBAG
ACROSS EACH BOTTOM RAIL.

THE RESIDENT ENGINEER SHALL CONTACT THE TRAFFIC CONTROL SUPERVISOR
AT (847) 705-4470 A MINIMUM 72 HOURS PRIOR TO THE PLACEMENT OF ANY TEMPORARY
TRAFFIC CONTROL DEVICES.

WHEN GUARDRAIL POSTS ARE PLACED BEHIND CONCRETE HEADWALLS, THE POSTS
SHALL NOT BE PLACED TO BLOCK THE DRAINAGE OPENING.
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